
 

LAM 7000 DP/9 
 

PALLET/CONTAINER LOADER 
15 000 Lbs capacity (7 000 kg) 
 
The AIR MARREL LAM7000DP/-9 serie loader is a development of the well known LAM7000DP/.8 series. Designed and 

manufactured with CAD-CAM technology, the new serie brings more features, versatility and ease of use to the operator. 

Even more, it reduces operating costs and aircraft ground time.   

A clear-deck allows for the handling of oversize loads. Another cost saving I feature is a chainless load transfer system, using 

independent, service-free hydraulic modules. 

According to its version it is suitable for narrow container doors (B9 version) and wide pallet doors of the B767 (L9 version), it 

also handles the main deck of wide body aircraft, such as the B747 freighter and combi, DC10or A300C4. 

 

LOADER CAPABILITIES 
 

Baggage container / pallet transfer to the lower deck 

compartments of :  

• B747, 757, 767, 777, DC10, MD11, L1011, A300, A310, 

A320, A321, A330, A340 aircraft 

 

Pallet transfer to the main deck of  : 

• DC8F, DC9F, B707C, B727C, B727QC, B737C, B737QC, 

BAe 146QT/QC aircraft 

 

Front loading and transfer height to the aircraft from 1825 to 

3750 mm (72 to 147 in) for the Lower Deck version 

 

Front loading and transfer height to the aircraft from 1895 to 

5560 mm (75 to 219 in for the Main Deck version 

 

The new LAM 7000 DP/-9 can load and unload cargo from 

ground vehicles at a height of 508 mm (20") with a minimum 

height of 490 mm (19.3") and a maximum possible height on 

the rear of 1600 mm (50") 

 

Platform elevation speed 8.35 m/min   (0.14 m/sec)    

Bridge elevation speed 8.6 m/min   (0.144 m/sec)    

Load transfer speed 18.3 m/min (60 fpm) 

Driving speed 12 km/h driving 

Maximum admissible slope           Driving 7 %    Starting 5 % 

Turning radius to outside edge 7.6 m (B9) 8.2 m (L9 -MDL9) 

Steering angle    +/- 40° 

Stopping distance at 15 kph  5 m (16 ft) 

Vehicle weight    14 700 Kg  

Ground clearance   170 mm   (6.7 in) 

FUEL TANK CAPACITY                  MAIN PUMP          

100 litres (26 1/2 US gal) DENISON Vane pump 46 cc 

EMERGENCY ELECTRICAL PUMP 

To lower the bridge, the platform and the chassis and give 

power steering and To release the stabilizers 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

Rear view 

 

 



 

 

 

 

 

 

 

 

 

GROUND CLEARANCE 

Hydraulically controlled platform ground clearance ensures maximum driveability over rough surfaces 

EASY POSITIONING AND AUTOMATIC ADJUSTMENT 

Our new aircraft door-sill levelling system allows instant automatic height compensation whilst maintaining the pitch 

setting. It offers also hydraulic adjustment of the rails guides and load centring on the bridge and hydraulic adjustments of 

the flaps 

MANOEUVRABILITY 

Increased stability and manoeuvrability / two seemingly incompatible goals which the LAM 7000 DP-9 reaches through a 

wide track two wheel front drive and an exceptional turning radius with 40° angle. 

RELIABILITY 

In the new series, even higher reliability is achieved through the replacement of most flexible hydraulic hoses by rigid 

pipes. 

EASE OF MAINTENANCE 

Routine engine maintenance can be conducted with the engine in place; a hydraulically assisted pull out engine cradle 

allows quick and easy access for engine overhaul or replacement. 

ELECTRICAL SYSTEM 

Electrical components are selected and tested for extreme weather conditions and maximum humidity 

CHAINLESS DRIVE 

 A chainless direct drive load transfer system ensures accurate control and reduced maintenance cost 

CLEAR DECK 

Oversize loads can be handled with total ease and safety thanks to a clear deck configuration, with no vertical rams 

preventing load transfer 

 

ENGINE AND OPERATING SYSTEM 

It is fitted either with: 

 Perkins diesel engine 1104C-44  water-cooled of 64 Kw at 2400 rpm 

Or with: 

 Deutz diesel engine BF4L 2011  water-cooled of 54 Kw at 2500 rpm 

The transmission is of hydrostatic type 

The steering is hydraulically powered. 

 

HYDRAULIC SYSTEM 

The hydraulic circuit is opened when not operating the loader oil flow rate returns directly from the hydraulic pump to the 

tank when all controls are in a neutral position , this prevents overheating  Electrical  emergency pump and 2ND level of 

emergency with possibility to plug to GPU 24VDC 

DENISON double stage hydraulic pump 70 cm3 (50+20) Automatic flow selection carried out with 50 cm3 stage or 20 cm3 

stage or 50 + 20 cm3 stages 

 

ELECTRICAL SYSTEM 

24 V.D.C. modular P.C.B. systems. Radio screened alternator. Two batteries 12 V (lead acid type) in series 115 Ah.  

All limit switches are proximity switches 
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Phone   +33 4 77 29 95 95                             Fax   +33 4 77 31 44 76/  +33 4 77 29 95 80  

Web site  www. airmarrel.com                    General email   airmarrel@airmarrel.com 

 

The LAM 7000 DP/-9 is available in 3 versions: 

 

Standard (B9):     

Lower Lobe, 96” transfer width (10’ 

container or pallet lengthwise) 

 

Wide (L9):         

Lower Lobe, 125” transfer width (10’ pallets 

crosswise or lengthwise) 
 

 Universal (MDL9):    

Main Deck and Lower Lobe, 125” transfer 
width (10’ pallets crosswise or lengthwise) 
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